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EU Construction Products Regulation (EU) No 305/2011 (CPR)
BS EN 14428 : 2015 + A1 : 2018 Shower Enclosures/Doors
BS EN 12150-1 : 2015 + A1 : 2019 Glass in building. Thermally toughened 
soda lime silicate safety glass.
BS EN 12600 : 2002 Glass in building. Pendulum test. 
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L1L

L4L

L7L

OPTION

OPTION

OPTION

L1R

L4R

L7R

Full Height Fixed Panel 
(Height 1900mm)

Panels >1000mm are 
made in 2 parts

Full Height Door  
(Height 1900mm)

Fixed Panel with Small 
Full Height Door 

(Height 1900mm)

OPTION

OPTION

OPTION

L2L

L5L

L8L

OPTION

OPTION

OPTION

L2R

L5R

L8R

Split Level Doors
(Overall Height 1900mm)

(Lower Door 800mm)
(Upper Door 1100mm)

Full Height  
 

(Height 1900mm)

Fixed Panel with  
 

(Height 1900mm)

OPTION

OPTION

OPTION

L3L

L6L

OPTION

OPTION

L3R

L6R

OPTION

OPTION

The maximum width of any hinged door section is 1000mm. Fixed panels wider than 1000mm will be supplied in two parts.

Wall Compensator height: 1920mm.  
Made-to-measure lengths, heights & configurations are available, please contact us to discuss.

Available up to 1200mm long

Available up to 1000mm long

Available up to 1000mm long

Available up to 1000mm long

Available up to 1330mm long Available up to 1400mm long

Available up to 1400mm long

Available up to 1400mm long

Fixed Panel with  
Split Level Doors

(Overall Height 1900mm)
(Lower Door 800mm)

(Upper Door 1100mm)

Fixed Panel with Full 
Height Door 

(Height 1900mm)

The Elegance™ Collection 
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Our Elegance doors can be installed in an enclosed space (with magnetic closure) or an open space  

L2L + L2R

L1L + L2R

L1L + L6R

L1L + L3R

L2L + L1R

L2L + L2R

L5L + L5R

L5L + L5R

L3L + L3R

L7R

L2L + L6R

L3L


